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https://www.westyorkssteel.com/
mailto:sales@westyorkssteel.com
https://www.westyorkssteel.com/
https://www.westyorkssteel.com/
https://www.westyorkssteel.com/stainless-steel/precipitation-hardening/17-4ph/
https://www.westyorkssteel.com/stainless-steel/precipitation-hardening/fv520b/
https://www.westyorkssteel.com/stainless-steel/austenitic/uns-s31254/
https://www.westyorkssteel.com/stainless-steel/austenitic/904l/
https://www.westyorkssteel.com/stainless-steel/austenitic/310/
https://www.westyorkssteel.com/stainless-steel/austenitic/321/
https://www.westyorkssteel.com/stainless-steel/martensitic/440b/
https://www.westyorkssteel.com/stainless-steel/martensitic/440c/
https://www.westyorkssteel.com/stainless-steel/martensitic/420/
https://www.westyorkssteel.com/stainless-steel/martensitic/410/
https://www.westyorkssteel.com/stainless-steel/martensitic/416/
https://www.westyorkssteel.com/stainless-steel/martensitic/431/
https://www.westyorkssteel.com/stainless-steel/austenitic/304-stainless-steel/


 

 

 

 
  

Temp  
°C 

Density  
Kg/m³ 

Mean Coefficient 
of Thermal 
Expansion 

Modulus of 
Elasticity 
kg/mm 

Electrical 
Resistivity 
Ω mm²/m 

Specific Heat 
Capacity 
kcalºC 

20 7.90 17.2x10-6 20000 0.7 0.105 
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